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(Original Instructions) 

 
 
 
Congratulations on your purchase of the Versadrive V18-120 Rotary Combi Drill. 
 
Through years of experience, constant innovation and development, HMT is committed to provide 
you with metal cutting tools and products to help you be more productive. 
 
The Versadrive V18-120 features up to 120Nm of torque and a premium, dual-speed, brushless 
motor, which provides consistent performance, increased efficiency, high power and a long lifespan 
for drilling steel, stainless, and cast materials with precision and speed. 

  
 

Holemaker Technology LTD, Bridge House, Pattenden Lane, Marden,  Kent, UK, TN12 9QJ 
 

sales@holemaker-technology.com 
www.holemaker-technology.com 

 
 

  

http://www.holemaker-technology.com/
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1 Safety 
 

1.1 General Power Tool Safety Instructions 
 

⚠ WARNING: Before operating your new Rotary Combi Drill, please read all instructions first.  
 
These include the Operators Manual and Warning Labels on the unit itself.  
 
FAILURE TO FOLLOW INSTRUCTIONS MAY RESULT IN ELECTRIC SHOCK, FIRE AND/OR SERIOUS 
PERSONAL INJURY. 
 
TO REDUCE THE RISK OF INJURY USER MUST READ AND UNDERSTAND ALL INSTRUCTIONS: 
 
 
With proper use, care and maintenance your model will provide you with years of effective hole-
drilling performance. 
 
 

Symbols 
   

 
Read the instruction manual 

 
Warning: Risk of Electric Shock 

 

WEEE Directive Symbol – Do not dispose of electrical equipment or 
battery pack together with household waste. Dispose of electrical 
equipment and batteries at an approved recycling facility 

 
Product complies with EU legislation and meets EU safety, health & 
environmental requirements 
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1.2 Rotary Combi Drill Precautions for use 
 

1. Keep work area clean and well lit. Cluttered or dark areas are more prone to accidents. 
2. Do not operate power tools in explosive atmospheres, such as in the presence of flammable 

liquids, gases or dust. Power tools can create sparks which may ignite the dust or fumes. 
3. Keep children and bystanders away while operating a power tool. Distractions can cause you to 

lose control 
4. Do not force the drill. Use the correct tool and setting for your application.  
5. Select the correct operating mode (drilling, hammer drilling, or screwdriving), speed range, and 

clutch setting for the application being performed. Using an incorrect setting may result in loss of 
control, damage to the tool, or damage to the workpiece. 

6. Ensure the correct drill bit or accessory is fitted securely and is suitable for the material being 
worked on. Refer to recommended tooling and operating guidelines before use.  

7. Check drill bits, chucks, and accessories carefully for wear, cracks, or damage before use. Do not 
use damaged or worn tooling, as this may cause tool failure or personal injury. 

8. Hold the power tool firmly by the insulated gripping surfaces when performing an operation 
where contact may be made with hidden wiring. 

9. Avoid making contact with a ‘Live’ wire as this may make exposed metal parts of the power tool 
‘Live’ and could give the operator an electric shock. 

10. Avoid body contact with earthed or grounded surfaces, such as pipes, radiators, ranges and 
refrigerators. There is an increased risk of electric shock if your body is earthed or grounded 

11. Do not use the product on any materials that present a danger to health (e.g., asbestos).  
12. If the product stalls, stop use immediately, determine the cause of the stall and rectify it paying 

attention to all safety instructions before continuing with operation. 
a. Possible causes of a stall include: 

i. The tooling in use is tilted and stuck in the workpiece 
ii. The tooling in use has broken through the workpiece, possibly lodging in 

something behind 
iii. The drill is overloaded 

13. Metal Swarf created during drilling, reaming and hole modification operations may cause injury 
and/or be otherwise harmful to health, ensure suitable protective equipment and clothing is 
used during operation: 

a. Always wear safety glasses.  
b. Use protective clothing, e.g. mask, protective gloves, sturdy non-slip footwear, 

helmet, and ear defenders.  
c. Do not wear loose clothing or jewellery that could become caught in moving parts 

14. Do not touch moving parts of the drill during use 
15. The drill and attached tooling may become hot during use 

   ⚠ Warning: Danger of burns when changing tooling and handling the drill 

16. Take care to avoid electric cables and gas / water pipes during operation.  
17. Ensure your workpiece is secure. Unclamped workpieces can cause severe injury and damage.  
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18. Remove the battery pack before starting any work on the product.  
19. Do not dispose of used battery packs in household refuse or by burying them.  
20. Do not store the battery pack together with metal objects (risk of short-circuiting).  
21. Only use compatible 18V chargers for charging 18V battery packs.  
22. Do not use battery packs other than those recommended.  
23. Never break open battery packs or chargers. 
24. Keep the drill, batteries and chargers dry at all the times and store in dry rooms.   
25. Consult battery & battery charger manual for additional safety information. 
26. Power tools can produce electromagnetic fields (EMF) during operation. While such fields are 

generally considered low risk, users of pacemakers or other implanted medical devices should 
consult their physician or device manufacturer before use.  

27. Prevent unintentional starting by removing the battery from the tool when not in use 
28. Do not overreach, keep proper footing and balance at all times 

 

 

⚠ Warning: Do not let familiarity with product replace careful adherence to safety practices, 
misuse or failure to follow safe practices could result in serious injury. This tool produces high 
torque. Always brace the tool securely during operation to reduce the risk of loss of control. 
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2 V18-120 Rotary Combi Drill Specification 
 

Model V18-120 

Chuck Size 13mm (1/2”) 

No Load Speed (RPM) 550 / 2200 

Motor Type Brushless DC  

Maximum Torque 120Nm 

Impact Rate (IPM) 9500 / 40000 

Max Drill Capacity (Metal) 13mm (1/2”) 

Weight (with 4.0Ah battery) 2.0kg | 4.4lbs 

Width 75mm | 3” 

Depth 183mm | 7.2” 

Height (w/o battery) 208mm | 8.2” 

Height (with 4.0Ah battery) 252mm | 9.9” 

Voltage 18v 

Warranty 1yr (terms and conditions apply) 

Battery Compatibility HMT v18 & Makita LXT 

 
N.B. Weight will differ depending on attachments and batteries in use 
 
 
Compatible Batteries  
HMT 18v 4.0Ah Battery – (809010-040) 
HMT 18v 9.0Ah Battery – (809010-090) 
Makita LXT 18v batteries –  
BL1820B (2Ah) – BL1830B (3Ah) – BL1840B (4Ah) – BL1850B (5Ah) – BL1860B (6Ah) 
 
The Versadrive V18-120 is designed to accept batteries of the Makita LXT form factor. Performance, safety and 
compliance may be affected when using batteries or chargers not supplied or approved by Holemaker 
Technology Ltd. 
 

⚠ WARNING: Only use batteries listed above and their corresponding chargers. 

The use of any other batteries and chargers may cause injury and/or fire. 
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3 Noise and Vibration 
 
 
Noise and vibration values have been determined in accordance with EN IEC 62841-1 and EN IEC 
62841-2-1. 
 
Noise emission values 

• Sound pressure level at the operator position (LpA): 82dB(A) 
• Sound power level (LWA): 93 dB(A) 
• Uncertainty (K): 5 dB(A) 

 
Wear hearing protection where required. 
 
The declared noise emission values are measured in accordance with a standard test method and may be used 
for comparing tools. 
 
Vibration emission values 

• Drilling (ah,D): 2.1 m/s² 
• Impact drilling (ah,ID): 2.1 m/s² 
• Uncertainty (K): 1.5 m/s² 

 
The declared vibration emission values represent the main applications of the tool 
 
Important information regarding vibration exposure 
The declared vibration emission values represent the main applications of the tool. 
Actual vibration emission during use may differ depending on: 

• the way the tool is used 
• the type and condition of the accessory 
• the material being worked on 
• the grip and posture of the operator 

The vibration emission values may be used for a preliminary assessment of exposure. 
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4 Operating the Versadrive V18-120 Rotary Combi Drill 
 

The V18-120 Versadrive Rotary Combi Drill features both ‘Forward’ (hole drilling) and ‘Reverse’ 
modes of operation. 

This means the drill chuck can rotate either clockwise or anti-clockwise depending on the setting 
chosen. 

 

4.1 Direction Selection 
To drill, enlarge or countersink a hole or 
perform screwdriving, select the ‘Forward’ 
mode of operation by positioning the direction 
selector so that it sits proud on the right-hand 
side of the drill. 

To ‘back-out’ the tool or perform unscrewing, 
select the ‘Reverse’ mode of operation by 
positioning the direction selector so that it sits 
proud on the left-hand side of the drill.  

 

 

 
 
 
 
 

4.2 Battery Installation 
 

To fit the battery slide the battery into the 
housing at the base of the drill and ensure the 
release button clicks into place. 



         
 

   
 

 
 
 

4.3 Mode Selection 
 
The V18-120 Versadrive Rotary Combi Drill features:  

- Dual-speed settings (500 / 2200 RPM) for controlled drilling and countersinking 
- Triple mode selection: Drilling / Hammer Drilling / Torque-controlled clutched screwdriving 

 

Ensure you select the correct mode for the application being undertaken 

Incorrect torque settings are one of the leading causes of tool damage or breakage  

To find the recommended torque settings for use with Versadrive cutting and drilling tools please 
consult the data sheets found at the back of the HMT catalogue 

 

Rotate the mode selector ring located behind the chuck to select the desired operating mode. 

 

 

Modes: 

 
Drilling 

 
Hammer Drilling 

 
Screw-driving 

 

 

 

 

N.B. Drilling and screw-driving performance is affected by a wide variety of factors, including but not 
limited to those listed below. The torque values stated for each mode or clutch setting represent 
maximum achievable torque under ideal conditions. 

If the required torque is at or near a listed value, select the next higher clutch or torque setting to 
ensure sufficient power is delivered for the application. 
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1. Battery charge 
When the battery charge is low, output voltage drops, resulting in reduced drilling power and 
screw-driving torque. 
2.  Operating speed setting 
Operating the drill at low speed settings can reduce available torque and drilling performance. 
Select an appropriate speed for the application. 
3.  Tool position and alignment 
Holding the drill or the drill bit/fastener at an angle to the workpiece reduces efficiency and 
torque. Optimum performance is achieved when the drill is held at 90° to the workpiece. 
4.  Drive accessory or drill bit 
Using an incorrect size, worn, or unsuitable drill bit or screwdriver bit may reduce drilling 
efficiency or fastening torque and can cause slippage or damage. 
5.  Use of accessories and extensions 
The use of extensions, bit holders, or certain accessories can reduce torque transmission and 
overall performance. 
6.  Fastener type and size 
Required fastening torque varies depending on the size, length, material, and type of screw being 
driven. 
7.  Condition of the fastener or drill bit 
Worn, damaged, contaminated, or incorrectly lubricated drill bits or fasteners may negatively 
affect drilling efficiency and fastening torque. 
8.  Base material 
The material being drilled or fastened into (e.g. wood, metal, masonry) and any intermediate 
components (such as washers, seals, or plates) can significantly affect drilling performance and 
fastening torque. 

 

4.4 Torque Selection 
 

Rotate the torque adjustment ring to select 
the required torque. Lower settings are 
suitable for lighter-duty applications and 
softer materials; higher settings are suitable 
for heavier-duty applications and harder 
materials. Select drilling mode to disengage 
the torque clutch and apply full power. 
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4.5 Speed Selection 
 

Use the speed selector switch to select the required 
operating speed. Low speed is suitable for high-torque 
applications and controlled operation; high speed is 
suitable for low-torque applications and faster drilling. 
Select the appropriate speed for the application before 
starting the tool.  

 

 
 

 
 
 
 
 
 

4.6 Fitting the Side Handle 
 
Fit the side handle to the tool and tighten 
securely before use. Adjust the position of the 
side handle as required to ensure stable 
handling and control during operation. 
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4.7 Operation 
To operate the drill, pull the trigger. 
The speed of the tool can be adjusted through the pressure placed on the trigger. 
The lighter the pressure, the slower the speed. The heavier the pressure, the faster the speed. 

 

Rotate the chuck anti-clockwise to open the jaws and insert the drill bit fully. Rotate the chuck 
clockwise to tighten securely. To remove the drill bit, rotate the chuck anti-clockwise to open the 
jaws and withdraw the bit. 

      

 



   

 
 14  

V18-120/Jan 2026/V1 
 

This tool produces high torque. Always brace the tool securely during operation to reduce the risk of 
loss of control. 

5 Maintenance 
 

Your HMT power tool has been designed to operate over a long period of time with a minimum of 
maintenance. Continuous satisfactory operation depends upon proper tool care and regular cleaning. 
 
VISUALLY CHECK THE MACHINE FOR DAMAGE 
The machine must be checked before operation for any signs of damage that will affect the operation 
of the machine. 
 
CLEANING 

- Clean all dirt, dust, metal chips and burrs from your rotary combi drill  
- Blow dirt and dust out of the main housing with dry air as often as dirt is seen 

collecting in and around the air vents. Wear approved eye protection and an 
approved dust mask 

- Never use solvents or other harsh chemicals for cleaning the non-metallic parts 
of the tool. These chemicals may weaken the materials used in these parts. Use a 
cloth dampened only with water and mild soap. Never let any liquid get inside 
the tool; never immerse any part of the tool into a liquid. 

OPERATION OF THE MACHINE 
 
The machines’ operation must be checked to ensure that all components are working correctly.  
Replace any defective parts immediately. This prevents properly functioning parts from being 
damaged. 

The ventilation slots of the product must be kept clear at all times.  

Should components that have not been described need to be replaced, please contact one of our 
service agents. 

Keep working parts free of rust, debris and other forms of obstruction 

 

⚠ WARNING: Since accessories, other than those offered by HMT, have not been tested with 
this product, use of such accessories with this tool could be hazardous. 
To reduce the risk of injury, only HMT recommended accessories should be used with this product. 
 
Consult your dealer for further information on the appropriate accessories. 
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6 Exploded View & Spare Parts List 
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Item Description HMT Part No. Quantity 

1 Chuck Screw 808510-0100 1 

2 Chuck 

 

808510-0200 1 

3 Screw ST3.5 x 16 808510-0300 4 

4 Gearbox Asm 808510-0400 1 

5 Housing Right 808510-0500 1 

6 Screw ST3 x 16 808510-0600 11 

7 Rotor Asm 808510-0700 1 

8 

 

Rear Cover 808510-0800 1 

9 Side Handle 808510-0900 1 

10 Speed Select 808510-1000 1 

11 Leaf Spring 808510-1100 2 

12 Foam-Rubber Cushion 808510-1200 2 

13 Direction Change Lever 808510-1300 1 

14 Stator Asm 808510-1400 1 

15 Rubber Cushion 808510-1500 2 

16 Control Panel 808510-1600 1 

17 Housing Left 808510-1700 1 

18 Battery Pack 809010-040 1 
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7 Battery & Charger 
7.1 Remaining Battery Capacity 
 
Battery capacity should be checked prior to and during use 
 
As battery charge drops, the voltage drops and torque is reduced which could compromise your 
application so a fully charged battery should always be used  
 

To check the battery level, press the level check button on the front face of the battery  

 

Indicator lights above will illuminate to show the remaining charge available 

 

It is recommended to swap batteries or recharge when remaining charge drops below 2 bars to 
ensure adequate torque is delivered. 

 

 

7.2 Battery Charging 
 
 
1. Only use the battery charger indoors. 
2. The battery is supplied partially charged. To ensure full battery capacity, completely charge the 

battery before using it for the first time.  
3. The battery can be charged at any time without reducing its service life.  
4. Interrupting the charging procedure does not damage the battery. 
5. To remove the battery, press the battery release button and pull the battery out of its housing. 
6. The battery is equipped with an NTC temperature control which only allows charging within a 

temperature range of 5℃ - 40℃. This helps to achieve a long battery service life. 
7. Observe the notes for disposal. 
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7.3 Battery Charger LED Guide 
 

 
 
 

LED Status ACTION 

Flashing GREEN Plug in charger 

Flashing RED 
The Battery is too hot 

Charging will begin when the 
battery has cooled 

Flashing RED & GREEN Battery pack or Charger is 
defective 

Sustained RED Charging & 0-80% charged 

Sustained RED & GREEN Charging & 80-100% charged 

Sustained GREEN Charging complete 

Sustained YELLOW Maintenance charging 

Flashing YELLOW Cooling failure 
 
 

Approx. Charging time: 85minutes 
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7.4 18v Battery Precautions for use 
 
 
1. Charge the battery fully prior to first use. 
2. The battery should be charged in an ambient temperature between 10℃ - 30℃ (50℉ - 86℉) and 

should be used in temperatures between 0℃ - 40℃ (32℉ - 104℉). 
3. Temperatures outside of the stated temperature range reduce the performance of the battery 
4. Avoid extended exposure to heat or sun 
5. Detach the battery when not in use. A small amount of power continues to be used while the 

battery is attached, this may cause the battery to over-discharge, resulting in a shorter battery 
life. 

6. Store the battery in cool, dry place. 
7. Fully charge the battery before putting it in storage and recharge every 3months  
8. Batteries that have not been used for some time should be recharged before use 
9. Once fully charged, remove the battery from charger. Do not leave the battery on the battery 

charger for long period of time. 
10. If battery duration is extremely short after recharging or it becomes impossible to recharge, it 

has reached the end of its service life and should be replaced with a new one. 
11. Do not use the Battery Pack if the Battery Pack casing is broken or if a Battery Pack emits an 

unusual odor, smoke, or excessive heat or leaks any substance. Avoid contact with any 
substance seeping from the Battery Pack. 

12. If an exposed lithium-ion battery does start a fire , it may burn even more violently if it comes 
into contact with water or even the moisture in the air. DO NOT THROW WATER ON A 
BURNING LI-ION BATTERY! A class C fire extinguisher must be used. 

13. If battery fluid leaks out and comes into contact with your skin, rinse immediately with plenty 
of water. If battery fluid leaks out and comes into contact with your eyes, wash them with 
clean water and seek medical attention immediately 

14. Obey your local regulations relating to disposal of battery 
 
 

7.5 Battery Care 
 
 
1. Do not heat or incinerate this battery. 
2. Do not reconstruct, disassemble, deform, or short-circuit the battery. 
3. Do not touch the terminals of the battery with metal objects such as jewelry, keys, coins, 

hairpins, etc. 
4. Do not pierce the battery with any sharp objects, strike the battery with a hammer, tools, or 

heavy objects, step on the battery pack, or otherwise damage the outer casing. 
5. Do not drop or submit the battery to strong shocks. 
6. Do not leave the battery in direct sunlight, near heating equipment, or high-temperature 

environments e.g. a car boot on a hot day. 
7. Do not get the battery wet or immerse it in water. 
8. Do not allow sand, dust, water or other substances to come into contact with the battery's 

terminals. 
9. Do not charge the battery with an unauthorized battery charger. 
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7.6 Battery Pack Protection 
 
 
1. In extremely high torque, binding, stalling, and short circuit situations that cause high current 

draw, the product vibrates for about 2 seconds and then turns off. 
2. To reset the product, release the trigger, remove the battery, place it on the charger to charge 

and reset it. 

 

 

 

 

 

 

7.7 Battery Charger Precautions for use 
 
 
1. Protect the charger from rain and moisture. Water penetration in a battery charger increases the 

risk of electric shock. 
2. Do not charge other batteries. The battery charger is only suitable for charging matched lithium- 

ion batteries within the listed voltage range. Charging other items risks fire or explosion. 
3. Keep the battery charger clean. Contamination may increase the risk of electric shock. 
4. Always check the charger, cable and plug before use. If defects are detected, do not use the 
charger. 
5. Never open the charger. 
6. The charger should only be repaired by qualified personnel using legitimate spare parts. Damaged 

chargers, cables and plugs increase the risk of electric shock. 
7. Do not use the charger on or near combustible materials. During use the charger can become hot 

and operation near combustible materials could result in a fire. 
8. Only use the charger with power sources within its listed voltage range. 
9. Unplug the charger from electrical outlets before attempting maintenance or cleaning to reduce 

the risk of electric shock. 
10. Disconnect the charger from its power supply when not in use. This will reduce risk of electric 

shock or damage to the charger. 
11. Risk of electric shock - Do not touch the un-insulated output connector or un-insulated battery 

terminal. 
12. This appliance is not intended for use by persons (including children) with reduced physical, 
sensory or mental capabilities, or lack of experience or knowledge, unless they have been given 
adequate supervision or instruction concerning its use. 
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7.8 Battery Transportation 
 
1. Lithium-ion batteries are subject to regulations on the transport of dangerous goods.  
2. Transport of these batteries has to be done in accordance with local, national, and international 

provisions and regulations. 
3. Batteries can be transported by road without further special requirements.  
4. Commercial transport of lithium-ion batteries by third parties is subject to regulations on the 

transportation of dangerous goods. Transport preparation and transport are exclusively to be 
carried out by appropriately trained persons, and the process has to be accompanied by 
corresponding experts. 

5. When transporting batteries: 
a. Ensure that battery contact terminals are protected and insulated to prevent short-

circuiting.  
b. Ensure that the battery pack is secured against movement within the packaging. 
c. Do not transport batteries that are cracked or leak. Check with the forwarding company 

for further advice. 
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8 Certification 
Declaration of CE Conformity 

 

Holemaker Technology Ltd 
Bridge House 
Pattenden Lane 
Marden 
Kent 
TN12 9QJ 
      
Holemaker Technology Ltd declares that the Versadrive V18-120 Rotary Combi Drill conforms to the 
essential requirements of the relevant European Union harmonisation legislation. 
 
This product complies with the following directives: 

• Machinery Directive 2006/42/EC 
• Electromagnetic Compatibility Directive 2014/30/EU 

 
Compliance has been demonstrated through application of the following harmonised standards: 

• EN IEC 62841-1 – Electric motor-operated hand-held tools – Safety – General requirements 
• EN IEC 62841-2-1 – Particular requirements for drills and impact drills 
• EN IEC 55014-1 – Electromagnetic compatibility – Emission requirements 
• EN IEC 55014-2 – Electromagnetic compatibility – Immunity requirements 
• EN IEC 61000-3-2 – Limits for harmonic current emissions 
• EN 61000-3-3 – Limitation of voltage changes, voltage fluctuations and flicker 

 
The product is identical in design and construction to the tested samples referenced in the technical 
documentation. 
 
 
 
Signed for and on behalf of Holemaker Technology Ltd 
 

Name: Piers Crane     Date: 01/01/2026 

Position: Director 
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